Sewing Defects

Category 1: Category 2:
Stitch Defects Seam Construction Defects
Category 4:
1.1 Skipped Stitches 2.1 Open or Broken Seams Aesthetics Defects
1.2 Uneven Stitching 2.2 Improper Seam Allowance 4.1 Uneven Thread Color
1.3 Tight Stitches 2.3 Seam Pucker or Rippling 4.2 Skipped Serging or Finishing
1.4 Loose Stitches 2.4 Sewnvin Folds or Puckering 4.3 Run-off Stitches (Start/End Drift)
1.5 Birdnesting 2.5 Improper Seam Finish 4.4 Loose Thread Ends
1.6 Seam Grin (Stitch Balance) 2.6 Broken Stitches (Localized)
1.7 Thread Breakage 2.7 Seam Slippage
1.8 Needle Perforation (Needle Cutting)
1.9 Clogged Stitch (Irregular Step due to Drag)
1.10 Wavy Stitches Category 3:
Alignment Defects
3.1 Seam Misalignment Notes:

- The specific defects may vary depending on the
garment type and fabrics used.

- Inspectors and product developers play crucial
roles in preventing these defects.

3.2 Pattern Mismatch

Want to learn more?
Visit our website www.abcseams.com for
additional resources.
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